
WW24

FILE NAME:

SCALE:

UPDATED:

DRAWN BY:

02/01/2019

BB

N.T.S.

WW24.DWG

DRAWING NO.

WASTEWATER MANHOLE

ENGINEERING & PUBLIC WORKS
ABANDONMENT

CONSTRUCTION STANDARDS AND DETAILS
CITY  OF  HUTTO
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FINISHED GROUND
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COMPACTED SELECT BACKFILL

AutoCAD SHX Text
IN AREAS NOT TO BE PAVED, PROVIDE 4" TOPSOIL AND REVEGETATE
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SEE NOTE #1 BELOW
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4" MINIMUM CONCRETE ABOVE TOP OF PIPE
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STABILIZED SAND OR GRANULAR MATERIAL WITH NO GREATER THAN 1 1/2" MAXIMUM SIZE
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FILTER FABRIC
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MINIMUM OF (3) 1/2" HOLES DRILLED THROUGH MANHOLE WALL TO ALLOW MOISTURE TO DRAIN (TYP)

AutoCAD SHX Text
INSTALL PLUG AT END OF LINES; PLUG SHALL BE ADEQUATE TO SEAL LINE UNTIL CONCRETE IS SET-UP.  PLUG TO BE APPROVED BY CONSTRUCTION INSPECTOR
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NOTES: 1. REMOVE ENTIRE CONE SECTION AND DEMOLISH STRUCTURE TWO FEET (2'-0") MINIMUM BELOW GROUND REMOVE ENTIRE CONE SECTION AND DEMOLISH STRUCTURE TWO FEET (2'-0") MINIMUM BELOW GROUND LEVEL.  2. IF LINE WHICH IS TO ABANDONED IN PLACE, EXTENDS UNDER EXISTING OR PROPOSED STRUCTURE, THEN IF LINE WHICH IS TO ABANDONED IN PLACE, EXTENDS UNDER EXISTING OR PROPOSED STRUCTURE, THEN THE ENTIRE LINE TO THE NEXT MANHOLE SHALL BE GROUTED OR SLURRY FILLED.  3. IF LINE IS NOT LOCATED UNDER A STRUCTURE, ABANDON EXISTING LINE IN PLACE BY PLUGGING BOTH IF LINE IS NOT LOCATED UNDER A STRUCTURE, ABANDON EXISTING LINE IN PLACE BY PLUGGING BOTH ENDS OF LINE AND GROUTING AROUND PLUGS.  4. THE CONTRACTOR IS TO RECORD AND CERTIFY QUANTITIES OF GROUT OR SLURRY PUMPED.  QUANTITIES THE CONTRACTOR IS TO RECORD AND CERTIFY QUANTITIES OF GROUT OR SLURRY PUMPED.  QUANTITIES MUST BE A MINIMUM OF 90% OF CALCULATED EXISTING VOID CAPACITY.
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